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Video
Inputs

LK1 LK2 LK3  VM20 I/O Module.
 LK1: RS485 line termination. 
 LK2+3: RS485 line bias links. 
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VM20 VM20
VMD-10
No.=0

VM20 VM20
VMD-10
No.=1

VM20 VM20
VMD-10
No.=13
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LK1LK2 LK3

LK1LK2 LK3

RS-485 line

Fig. 4

Fuse
500mA

Modem Printer/Comp/RS485-1

Video Out 1     2     3     4      5     6     7     8     9     
10

Alarm/Control Outputs

Expansion I/ORS232RS485-2

RS485/232 Config

Alarm/Control Inputs

1 C 2 3 C 4 5 C 6 7 C 8 9 C 10 + GND 

+12V DC 
Chassis
Select

Video TerminationsRS485

1 2   V  1 2 3 4 5 6 7 8 9 10

Video TerminationsRS485

1 2   V  1 2 3 4 5 6 7 8 9 10

ON
OFF

RS485/232 Config
ON
OFF

 RS232/RS485 selection: 
 Set to RS485 position.

 RS485 line
 termination 

RS485/232 Config
ON
OFF

ON
OFF

RS485-1 Terminated
RS485-1 Unterminated  

Chassis number
selection switch 
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VMD-10:
Fig. 4-02,
4-03

RS-485

02

01

03

+
-

(male front view)

1 5
96

1

23

4

02

03

05

+
-

VST10CAplus:
Fig.  4-04

(female front view)

 Line termination instruction SYSTEM 1000M / Adpro VST 10CAplus & VMD-10.
 RS-485 = 100m @ 50 pcs. VM12+VM30+VM40/41+VST 10CAplus+S1000M.

SYS.1000M Adpro

4-05

ON

OFF

Adpro Adpro

 1-05
VMD:LK1 VMD:LK1 VMD:LK1 !!!

VST:Term OFF VST:Term. OFF VST:Term. ON

 4-06
 4-04 

VIDEO
MODULE

VM12

Adpro

VIDEO
MODULE

VM12

Adpro

VIDEO
MODULE

VM12

Adpro

VIDEO
MODULE

VM12

Adpro
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Adpro
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MODULE

VM12

Adpro

VIDEO
MODULE

VM12

Adpro

VIDEO
MODULE

VM12

Adpro

VIDEO
MODULE

VM12

Adpro

VIDEO
MODULE

VM12

Adpro

VMD10

ON OFF

VIDEO MOVEMENT
DETECTOR

Adpro

VM20
I/O
MODULE

A B

Adpro

VM20
I/O
MODULE

A B

POWER

FAULT

POWER

FAULT

POWER

FAULT

POWER

FAULT

POWER

FAULT

POWER

FAULT

POWER

FAULT

POWER

FAULT

POWER

FAULT

POWER

FAULT
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Adpro

VM41
COLOUR & 

AUDIO
FAST SCANRS232

Expansio
n I/O

Control Outputs

Modem
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RS485-2 Unterminated(OFF w/BDR-5XX) 


